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Rechargeable Sealed Lead-Acid Battery

PS-640
6 Volt 4.5 Amp. Hrs.

Features:

e Absorbent Glass Mat (AGM) technology for
superior performance.

® Valve regulated, spill proof construction
allows safe operation in any position.

e Power/volume ratio yielding unrivaled
energy density.
Rugged impact resistant case and cover

e Approved for transport by air. D.O.T., LA.T.A,,
F.A.A. and C.A.B. certified.

e U.L.recognized under file number MH 20845.
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PERFORMANCE SPECIFICATIONS
[N (o] 41T g o Y 0] L 2= Vo [T PSP PPPPPRRPPPPPIN 6 volts (3 cells in series)
Nominal Capacity

20 hour rate (( 225MA 0 5.25 VOIS). . ciuuiiitiiiiiie ettt ettt ettt e ekt e e s bt e e sase e e ehe e e sabe e e ease e e eabe e e anbe e e abbeeeabneaennneenaneas 4.50 A.H.
10 hour rate ( 410MA 10 5.25 VOILS)......eeiiiieiiiieiiie ettt ettt e st e e eae e e e ae e e eats e e ebe e e sane e e eabe e e esneeenbeeabaeeaaneeean 4.10 A.H.
5 hour rate  ( 740MA 10 5.10 VOIS)....eeiueieiuiiie ittt ettt ettt ettt e e bt e e asee e 2 et e a2 abe e e s be e e bs e e anbeeeasbeeeabseeeabeeeannneesannaeanns 3.70 AH.
1 NoUr rate  (2.85A 10 4.50 VOILS).......eeiiiiiiiii ettt ettt e ettt e e abs e e e abe e e aabe e e ks e e e aeeeabe e e eanseeaasneeenbeeeanbeeanreeane 2.85 AH.
15 Min rate  (9.00A 0 4.50 VOILS)....eiuueieiuiiieitiie ittt ettt sttt ettt eeas e e e e abe e e ae e e ease a2 ehee e ean et e eane e e et e e e anbe e e anbe e e anneeanneeaan 2.25 AH.
APPIOXIMALE WEIGNT. ...ttt oottt e e ottt e e e ket e e e e kb bt e e e o abb e e e e sanbe e e e e asbee e e e e nnbeeeeanbeneaeeannnnen 1.80 pounds (0.82 kg)
Energy Density (20 NOUF FA).......ccceiiiiiiiiiiiiiiiiii e 1.37 Watt-hours/cubic inch (83.9 Watt-hours/I)
Specific ENergy (20 NOUE FALE).......ciiuiiiiiiiiiie it 15.3 Watt-hours/pound (33.7 Watt-hours/kg)
Internal Resistance (Fully Charged Battery)........ocueeio it e e 16 milliohms (approximately)
Maximum DisScharge CUITENt (S 7 ML) .coiuiiiiii ittt e e b e e e be e e s abe e e s b e e e sbbe e s ba e e s be e e sabeesabeee e 13.8 amperes
Maximum Short-Duration Discharge Current (S 10 SEC.)....ceiiiiiiiiiiiiiiie ittt e se e 46 amperes
TermiNalS....cccueeeeeeiiiiee e “F1":: Quick disconnect tabs, 0.187" x 0.032"- Mate with AMP. INC. FASTON “187” series
Shelf Life — % of nominal capacity at 68° F (20° C)
Y o] 1o PP PP PP 97%
L Y o] 011 T PP PP PP 91%
LS o] 011 T PP PO P TP PP 83%
Operating Temperature Range
(0] =T o T TP PP PP PPUPR PR PRRPRPR -4°F (-20°C) to 122°F (50°C)
(Dol =T LT P PRSP -4°F (-20°C) to 140°F (60°C)

LT PSPPSRI ABS Plastic



TECHNICAL DATA: PS-640

Shelf Life and Storage Discharge Characteristics
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8 60 Discharge Discharge Discharge

- Depth 100%  |Depth 50% Depth 30% 0.225 0.45 0.90 2.25 45 9.0

£ 40 I I I Discharge Current (A)

§ 1. Discharge Current 0.2C (Final Voltage 1. 7V/Ce||)

& 20 2. Charge Current: 0.1C

3. Ambient Temperature: 20°C to 25°C (68°F to 77°F) Physical Dimensions Terminals
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CHARGING [® e
Cycle Applications: Limitinitial currentto 1.35A. Charge until battery \‘* 2.76 (70) —|
voltage (under charge) reaches 7.20 to 7.35 volts at 68°F (20°C). Hold — = T A [
at 7.20 to 7.35 volts until current drops to approximately 45mA. Battery T
is fully charged under these conditions, and charger should either be
disconnected or switched to “float” voltage. e ~ .
“Float” or “Stand-By” Service: Hold battery across constant volt- POERPG o E 3
age source of 6.75 to 6.90 volts continuously. When held at this volt- MODEL Ps-640F1 | S 3
age, the battery will seek its own current level and maintain itself in a St 45 Amp. b = o
fully charged condition. E
NOTE: Due to the self-discharge characteristics of this type of battery,
itis imperative that they be charged after 6-9 months of storage, other-
wise permanent loss of capacity might occur as a result of sulfation. Tolerances are +/-0.04 in. (+/- Imm) and +/- 0.08 in. (+/- 2mm) for height dimensions.

All data subject to change without notice.
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