
Two-Way Radio Batteries 

 
KENWOOD KNB-15A-KNB20 

Specifications 

RADIO USED IN 
BATTERY 

REFERENCES 
Voltage Capacity Cells 

TK-2100/3100/3101 

KNB-14A/15A 7.2 Volts 1300 mah WC-035Q1-KNB15A (NiCd) 

KNB-15(S) 7.2 Volts 1500 mah WC-035Q2-KNB15(S)* (NiCd) 

KNB-15A/KNB20 7.2 Volts 2150 mah HC-035Q1M-KNB15AM (NiMH) 

 
Model Reference: TK-2100/3100/3101 
Chemistry: NiCd (1300mAh) 
      NiCd (1500mAh) 
      NiMH (2150mAh) 
Weight:  1 
Dimensions:  4 3/8 x2 3/8 x 3/4  (1300mAh) 
   4 3/8 x2 3/8 x 3/4  (1500mAh) 
   4 3/8 x 2 3/8 x 3/4   (2150mAh) 
 
Replacement for KENWOOD TK2100 TK2100K2 TK2102 TK238 TK250G TK260 TK261 TK270 TK272 TK278 
TK3100 TK3100K2 TK3101 TK3102 TK3107 TK338 TK360 TK370 TK372 TK372G TK378   (1300mAh) 

 
Replacement for KENWOOD TK2100 TK2100K2 TK2102 TK238 TK260 TK260G TK261 TK270 TK272 TK278 
TK3100 TK3100K2 TK3101 TK3102 TK3107 TK338 TK360 TK370 TK372 TK372G TK378   (1500mAh) 

 
Replacement for KENWOOD TK2100 TK2100K2 TK2102 TK238 TK260 TK260G TK261 TK270 TK272 TK272G 
TK278 TK280 TK3100 TK3100K2 TK3101 TK3102 TK3107 TK338 TK360 TK370 TK372 TK372G TK378    
(2150mAh)    
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MICROBATTERY.COM  
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